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D-DWV-600

MACHINE VICES
Self-centering

D-DWV



D-DWV-800

D-HB-3

D-DWV-1000

D-DWV-800

D-DWV-600

MACHINE VICES
Self-centering

D-DWV
The D-DWV vices excel in securely clamping 
heavy and large workpieces onto a work 
surface. They are suitable for both round and 
parallel workpieces.
Robust and long-lasting construction with a 
clamping range of up to 1000 mm. 

Custom-made vices are available upon 
request.

Features

• Self-centring
• For clamping of round and parallel 

workpieces
• Strong and durable construction 

creates high stability
• Clamping range up to 1000 mm



Dumeta BV
Marconistraat 26
7575 AR Oldenzaal
The Netherlands

Dumeta GmbH
Hovesaatstr. 6
48432 Rheine
Germany

tel +31 541 533 369
mail info@dumeta.nl
www.dumeta.nl

tel +49 597 116 530 91
mail info@dumeta.de
www.dumeta.defast. safe. easy.
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MACHINE VICES
Self-centering

D-DWV

Technical specifications

All information is subject to printing-, typing errors and modifications.

Model D-DWV-600 D-DWV-800 D-DWV-1000

A 920 1120 1370

B 830 1030 1280

C 390 390 500

D 40H7 40H7 40H7

E 229 229 229

F 350 350 460

Clamping range (mm) 170-600 170-800 170-1.000

Max. load capacity (kg) 3.000 3.000 3.000

Weight (kg) 135 150 200


